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1. The MUSZER TECHNIKAI VALLALAT (Technical Research Instltute)

had by March 1950 comp&eted 8 complete aerials for the micro wave relay
stations. The instrumenf tfucks formihg”the othér part of the micro
wave relay station were manufactured by FLECTROMECHANTKAT VALLALAT, BUDA- 25X1
PEST, FEHER Ut, Twenty more stations were on order, the whole production 25X1
being authoriséé by the Milifary Technical Institute. Six of the stations

were located as follows ;-

1. BUDAPEST - HARMLS HATRHEGY
‘2. . VIC - NAGYSZAL HEGY (commonly known as mszu,y) L70zLY
19010' E.
3, LITAFURED KEKESTET® - 4897"N 20029" E
L.  PECS - 46°7" N 18°10" E,
5. SZOLNOK '
6 '~ IROTTK® (near SZOMBATHELY) .
The other two are unknown,
2 The telescopiq aluminium tower was constructed in thrée

sections, each section consisting of four vertical right-angled uprights,
each 45 mms. x 45 mms. The height of each section was 1} metres.  The
toﬁer was fixed to a baseAplate of iron to pravide the necessary foundgti,onw
3% The two scarners could be revolved together by means of a
manual turning mschanism at the base of the tower, and each scanner could
be rotated eeparately by means of a pulley and block system.

b | The scamners were made of perforated aluminium sheeting,
thiokness-3 mm. When finally located in position, each scanner was

firmly anchored to the ground. :

"5. ' There are no 1nstrumcpbs attauhed to the aerial, which is

comnected by cable to the 1nstrument truck.
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